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SR-6722 Self-Drying High-Temperature Silicone Resin

Overview
SR-6722 is a high-performance silicone resin produced through the polymerization of
methylchlorosilane, phenylchlorosilane, and specialty functional silane monomers. Its unique
hybrid structure integrates organic functional groups with an inorganic Si–O backbone, giving the
material a strong balance of thermal stability, chemical resistance, and excellent film-forming
capability. It is specifically designed for demanding high-temperature protective coating systems
where durability and long-term performance are critical.

Features

1. Outstanding Heat Resistance: Maintains structural integrity and performance stability
under continuous high-temperature exposure, making it suitable for harsh thermal
environments.

2. Self-Drying System: Cures efficiently at ambient conditions without the need for additional
catalysts or baking, improving application convenience and efficiency.

3. Excellent Compatibility: Easily blends with alkyd, acrylic, polyester, and epoxy resin
systems, enhancing overall coating performance such as durability and resistance.

4. Flexible Formulation Capability: Compatible with a wide range of pigments and functional
additives, enabling the development of customized heat-resistant coatings in various colors
and performance grades.

Applications

 Heat-Resistant Coatings: Suitable for exhaust pipes, electrostatic precipitators, stoves, and
other high-temperature equipment.

 Multi-Functional Coatings: Blended with other resins to develop heat-resistant coatings for
diverse industrial uses.

Main Technical Specifications

Item Specification

Appearance Colorless to pale yellow transparent liquid, slight opalescence allowed

Solid Content (%) 50 ± 1

Viscosity (25±1°C, Ford Cup #4, seconds) 15–40

Gel Time (200°C, min), ≤ 2

Drying Time, h, ≤ Surface dry: 2 h; Fully dry: 24 h; At 180°C: 2 h

Heat Resistance (Clear coat : aluminum

paste = 4:1, 500±10°C for 3 h)
No peeling, cracking, or blistering



+86 15919684877

Packaging & Storage
Packed in clean and dry 200 kg iron drums with sealed lids.

Store below 35°C, away from heat sources and direct sunlight. Handle as flammable material.
During storage and use, avoid contact with acids, alkalis, amines, etc., to prevent accelerated
gelation or curing.

Shelf life is 12 months under recommended storage conditions.
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